














The Flex E (Economy) Series: Low Cost Doesn’t Mean Low Quality. 
Want to eliminate inconsistent and labor intensive manual hand-wrapping of pallet loads in lower volume applications?  The Flex E Series is the solution. 
Although Flex E machines are designed for less demanding applications, they share many of the same structural and basic features as D and A models.

LPE HPE
Flex Low Profile Economy 
Performance Features

• 12 RPM Variable Speed with ‘soft-start’
• 4,000 lb. Maximum Load Weight Capacity
• Adjustable Film Tension Carriage
• Optional 200% Powered Film Pre-stretch
• 63" Diameter Turntable for Loads up to 55"x55" 
• Load via Forklift, Pallet Jack or Electric Walkie
•  AC/VFD Motors Reduce Maintenance
• Structural Steel Frame for Durability
• Ergonomically Friendly Design
• Forklift Portable from Front or Rear
• DuraGlide support bearings for quiet &
   reliable operation

Flex High Profile Economy 
Performance Features

• 12 RPM Variable Speed with ‘soft-start’
• 4,000 lb. Maximum Load Weight Capacity
• Adjustable Film Tension Carriage
• Optional 200% Powered Film Pre-stretch
• 48"x48" Turntable for Loads up to 55"x55" 
• Octagonal Turntable for Easy Forklift Loading
•  AC/VFD Motors Reduce Maintenance
• Structural Steel Frame for Durability
• Ergonomically Friendly Design
• Forklift Portable from Front or Rear
• 4 Heavy-Duty Turntable Support Casters

 Shown with optional Insta-Thread LT™ film delivery system

An optional 200% powered 
film pre-stretch for reduced film 
usage.

The standard 
E Series film 
tensioning 
system 
features easy 
threading.

The E Series control 
panel features 
industrial grade 
buttons & switches.




